
LOG BOSS 
 
The Ultimate in Log & 
Timber Fasteners  

We’ve made some changes 
to our new Log Boss 
fasteners. At the request of 
many of our customers 
we’ve brought the wings 
back and redesigned the 
head for better counter 
sinking and a 5/16” hex head 
driver.  

 

 

The wings reduce the friction between the wood and the shank and clear out the splinters created as the 
fastener pulls down into the wood. This reduces the torque required to set the fastener into place. So if 
you want a fastener with maximum holding power and superior strength with less work, Log Boss is the 
answer. These fasteners were specifically designed by Perma-Chink Systems for the construction of log 
and timber structures. Their 3” long thread provides the grip necessary for pulling even the most difficult 
logs into place while the larger shank diameter increases the overall strength and pulling power.  

 
Features and Statistics 

• Pre-drilling is not required  
• No washer needed. Drive it one time and forget it!  
• Flat head design easily counter-sinks with maximum pulling power  
• Coated for minimum friction and corrosion protection  
• Made in USA 

  

 

Screw Length Count per Pail/Box 
10" 250 (31 lb) 
11" 250 (34 lb) 
12" 250 (37 lb) 
13" 250 (40 lb) 
14" 150 (27 lb) 



15" 150 (28 lb) 
 
* also available in 6", 7", 8", 9", 16" 
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